ALLRIGHT

TRESTLE LADDERS

LADDER AND SCAFFOLD CO.

A

300 Ibs.

FIBERGLASS EZr=nrrs®

TRESTLE LADDER F530 SERIES
INDUSTRIAL - HEAVY DUTY

FEATURES
« Non-conductive fiberglass rails
« Heavy duty metal top
« Slip resistant feet
 Inside no-pinch spreader braces
« Double rivet step construction
« Steps on both sides for dual access and use

WOOD

TRESTLE LADDER 530 SERIES
INDUSTRIAL - HEAVY DUTY - RED TOP

FEATURES

« High quality clear straight-grain lumber with eased edges

« Steps on both sides for dual access and use

« Tie-rods under every step

« Heavy duty plywood top w/plastic end caps to prevent chipping
« Inside pinch-resistant one piece steel spreader

300 lbs.
*load capacity, user plus tools.

YeMeets or exceeds CSA Grade 1

SPECIFICATIONS

« Front rails: 1-1/16" x 2-3/4"
 Back rails: 1-1/16" x 2-3/4"
« Treads: 7/8" x 3-1/4"

OPTIONS
« Treating
« Safety Feet

*load capacity, user plus tools.

WEIGHT SHIPPING
WIDTH SPREAD DIMENSIONS (H
(Ibs)
xWxL)

0530-03 3 18" 35" 17 6"x18"x3'
0530-04 4 20" 42" 21 6"x20"x4'
0530-05 5 21" 49" 26 6"x21"x5'
0530-06 6 23" 56" 31 6"x23"x6'
0530-07 7 24" 63" 35 6"x24"x7'
0530-08 8 26" 70" 39 6"x26"x8'
0530-10 10 29" 77" 43 6"x29"x10"
0530-12 12 33" 84" 47 6"x33"x12"

300 Ibs.

*load capacity, user plus tools.

eets or exceeds CSA Grade 1

TRESTLE LADDER 1500 SERIES
INDUSTRIAL - HEAVY DUTY

FEATURES

« Heavy duty aluminum extrusion

« Wide 3" steps

« Solid rivet construction

« Slip resistant safety feet

« Heavy duty pinch free spreaders

« Steps on both sides for dual access and use

é DANGER!,
Aluminum Conducts Electricity

WEIGHT SHIPPING

WIDTH SPREAD WIDTH SPREAD (Ibs) DIMENSIONS (H

xWxL)

F530-04 4 20" 38" 19 8"x20"x4' 1502-02 2 17" 23" 7 6"x17"x2'
F530-06 6 23" 53" 27 8"x23"x6' 1503-03 3 18" 30" 10 6"x18"x3'
F530-08 8 26" 67" 30 8"x26"x8' 1504-04 4 20" 38" 14 6"x20"x4'
F530-10 10 29" 82" 44 8"x29"x10' 1505-05 5 22" 42" 18 6"x22"x5'
F530-12 12 32" 97" 62 8"x32"x12' 1506-06 6 23" 46" 22 6"x23"x6'
F474-14 14 35" 112" 84 8"x35"x14' 1507-07 7 24" 58" 26 6"x24"x7'
F474-16 16 38" 127" 100 8"x38"x16' 1508-08 8 25" 70" 30 6"x25"x8'
* SPECIAL DUTY: 14' & 16' sizes are manufactured and tested to 375 Ibs. 1510-10 10 27" 95" 37 6"x27"x10'
Not ANSI approved. 1512-12 12 30" 119" 44 6"x30"x12'
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